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MULTI POINT EXTRACT

Fan Type Fan Location Max Performance Page No.

MEVDC In line duct 110l/s 2.1

MEVAC In line duct 95l/s 2.5

MEV-SVS In line duct 110l/s 2.9

COOKERHOOD In line duct Design Dependant 2.15

ACOUSTIC External wall N/A 2.16

VENTILATOR

GENIE Wall/window/in line 25l/s 2.17

GENIE NKF1 Extract/wall 70l/s 2.21

COOKERHOOD Extract 117ll/S 2.27

HPKF Extract/wall 160l/s 2.29
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MULTI POINT EXTRACT

MEVAC

TECHNICAL INFORMATION

BENEFITS

• Low depth, high performance
Only 190mm deep & up to 95l/s(AC).

• Most efficient
Latest AC motors provide high performance
with low SFP within their respective class.

• Quietest solution
Advanced motor and impeller technology
with acoustic lined lid (fully lined case
option available) provide one of the
quietest options.

• Quick installation
Unique locating bracket enables the units
to be fixed in any plane, quickly and 
efficiently at either 1st fix or 2nd fix stage.

• Remote failure indicator
Visual and audible failure indicator.
Code: ES-AVI / ES-OPUS-RFI.

• Easy maintenance
Easy to access for optional filters for quick
and easy maintenance.

• Flexible solution
Unit can be fixed horizontally or vertically.

• Added strength
ABS moulded case & lid provides longer life
and a more robust unit.

• Additional options
Run on timer, humidistat, G2 or G4 filter
(for supply fan only - not suitable for
extract.  Applicable to MEV-SVS system
only) together with a range of round and
rectangular spigot and damper kits.

• Warranty
MEVAC has a 3 year warranty.  

Ancillaries

Fan plenum. Inlet grille.

Air brick adaptor.

Air valve.

Simple fixing bracket.Acoustically lined lid.

Easy access to filter.

Air Brick. Vertical bend. End cap.

Slim duct 
connector.

Horizontal 
bend.

Tee piece.

Adaptor.Fixed louvre.

Please refer to Ducting and Ancillaries section for further details.
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MULTI POINT EXTRACT

MEVAC

TECHNICAL INFORMATION

Performance - MEVAC Casing

Code description (example)

1. AC motor type

2. Adjustable speed (optional)

3. Run on timer (optional)

4. G2 Filter (optional)

5. S2 Spigot kit (optional)
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MEVAC

ELECTRIC AL & SOUND

Curve Power Consumption FLC Open inlet sound power levels dB re 1pW Breakout Noise level

Watts Amps 63 125 250 500 1K 2K 4K 8K dBA@3m

1 14 0.15 43 37 42 35 32 23 22 26 20

2 26 0.2 46 43 52 45 45 37 27 26 32

3 37 0.22 41 40 57 51 51 43 35 28 37

4 59 0.25 45 45 66 58 59 51 45 37 45

Note: above sound level figures are for lid lined unit only.Unit has a soft start feature as standard therefore the starting current is the same as the full load current.
Please note step curves are for information purposes only and are not individual units. The units has 4 speeds and uses, 2 from 4 speeds (default speeds are 1 and 3).
Note: dBA figures are calculated based on hemi-spherical propagation. The electrical and sound information in the above table is nominal. 

PRODUCT FEATURES

Code MEVAC

Features:

AC motor ●

2 speed (fixed) ●

Mounting brackets ●

Acoustic lined lid ●

Note – unless spigot kit is specified, a default kit comprising of 4x100 & 2x125mm spigots
will be included.

OPTIONAL EXTRAS

Optional extras: Code MEVAC

Adjustable speed option 6S ●

Run on timer R ●

G2 filter G2 ●

*G4 filter (for MEV-SVS application) G4 ●

Acoustic lining (full case) L ●

*Please refer to page 2.10

Spigot/damper kits (Choose from S1-D4)

Kit 1 - 4 x 100 circular & 2 x 125 circular spigots S1 ●

Kit 2 - 6 x rectangular spigots 110 x 54mm S2 ●

Kit 3 -6 x rectangular dampers 110 x 54mm D3 ●

Kit 4 - 4 x 100 & 2 x 125 circular damper D4 ●

Note – unless spigot kit is specified, a default kit comprising of 4 x 100 and 
2 x 125mm spigots will be included.

Note: Above are variable speeds, not set speeds.
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MULTI POINT EXTRACT

MEVAC

TECHNICAL INFORMATION
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Bracket fixing 4 holes 7.5 dia.

 VIEW WITH ACCESS PANEL REMOVED

SIDE  VIEW

Cable entry 20mm

MOUNTING BRACKET TOP VIEW

END  VIEW
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Mounting bracket
Single screw unit fixing

Removable panel
containing filter access

Filter
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Dimensions (mm) - MEVAC

Wiring - MEVAC

Fuse 2A max. Room
light

Light switch 
bathroom
(double pole)

N

L

SL

Kitchen switch

N
L

230V 
1ph 
50Hz
supply

Fuse 2A max. Room
lights

N

L

SL

Kitchen switch

N
L

230V 
1ph 
50Hz
supply

Light switch 
bathroom/wc
(double pole)

Fuse 2A max.

N
L

230V 
1ph 
50Hz
supply Room

light

N

L

SL
Light switch 
bathroom
(double pole)

Kitchen switch
Utility switch

Unit Serving Kitchen and Bathroom

Unit Serving Kitchen and two Bathrooms

Unit Serving Kitchen and Utility and Bathroom
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MEV-SVS MULTI POINT
EXTRACT & SUPPLY

Ideal solution for noise sensitive

inner city sites.
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