SUPPLY & EXTRACT
XS
TECHNICAL INFORMATION

XS EXTRACT FANS

WIDE RANGE OF MULTIPURPOSE WALL, WINDOW AND ROOF
EXTRACT FANS WITH OPTIONAL INTEGRATED CONTROLS.
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XS (GL) WINDOW FAN KIT INSTALLATION

Remove front grille. Prepare window. Fix outer grille to spigot plate. Remove adhesive pad Clean the window glass and affix
Release screws, lift grille Check plate orientation is vertical. covers. the outer grille assembly over the
upward. Note grille locates over top lugs on window aperture.

spigot plate.

N

Ensure rubber seal is located Screw the case/grille Release the electrical cover from Assemble the fan plate to the case.
into case spigot. Feed cable assembly together. the fan plate. Bring the cable Fit the inside grille locating it over
into the case. through the fan plate. the top lip before engaging screws

For further information please refer to full installation and wiring diagram.
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PERFORMANCE - XS (PR/FR) ROOF EXTRACT FANS Casing
XS 6,9 and 12PR/FR Roof Fans. Performance represents complete fan kit ()
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1. XS range
ELECTRICAL & SOUND 2. Size indication
Code Noise/Sound levels (dBA @ 3m) Input power (watts) 3. PR/FR = Roof model
Extract  Extract Supply Supply Standard Economy
economy economy
XS6PR/FR 42 31 45 34 38 38
XS9PR/FR 41 30 43 32 50 37
XS12PR/FR 49 38 48 37 100 70
FAN PRESSURE PA
XS6PR/FR Extract 0 20 40 60 XS (PR/FR) ROOF FAN KITS
Air Volume Flow rate (I/s) 130 105 65 40
Input Power (w) 36 37 37 37
SFP(W/L/s) 03 0.4 0.6 0.9 Flat Roof Cowl - Pitched Roof Cowl 4
XS9PR/FR Extract
Air Volume Flow rate (I/s) 230 180 105 50
Input Power (w) 50 50 50 51 Fan Spacer Fan Spacer
SFP(W/LU/s) 0.2 0.3 0.5 1.0
XS12PR/FR Extract Fan Module Fan Module
Air Volume Flow rate (I/s) 530 440 340 260
Input Power (w) 103 106 106 108
SFR(W/U/s) 02 02 03 04 Internal Grille ’ Internal Grille
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