
029 2085 820040

XBOXER HEAT EXCHANGE UNITS

WIDE RANGE OF ENERGY EFFICIENT 

HEAT RECOVERY UNITS WITH OPTIONAL INTEGRATED CONTROLS.
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AIR HANDLING UNITS (AHU’S)

XBOXER HEAT EXCHANGE

TECHNIC AL INFORMATION

nuaire.co.uk

HIGH EFFICIENCY
Heat exchanger efficiency of up to 70%, alongside

high efficiency motors and backward curved

impellers. 

ENERGY EFFICIENT CONTROLS 
Full Ecosmart control compatibility provides a

simple ‘plug & go’ control solution with BMS

interface and trickle and boost as standard.

NO CONTROL OPTION AVAILABLE 
Now available on all sizes.

SPACE SAVING SOLUTIONS 
Stacked or horizontal units, provide the most

effective solution.

QUIETEST SOLUTION
Units are double skinned keeping breakout noise to

the lowest possible levels. 

Optional acoustic enclosure available.

WIDE RANGE
Horizontal, stacked and twinfan options available

up to 5m3/s.

QUICK COMMISSIONING
Integrated supply and extract fan allows precise

system duty can be quickly and accurately set.

(Ecosmart models only).

EASY INSTALLATION
All XB models (sizes 2 - 6) are supplied in one piece.

XBH and XBV models (sizes 6, 7, 8, 9 & 10) are

supplied in 3 sections (unless otherwise specified)

for delivery, ready for site assembly.

EASY MAINTENANCE
Left or right hand options (in direction of airflow) –

will provide full access to components. For access

requirements contact Nuaire.

INTEGRATED SUMMER BYPASS
Operates automatically via integrated factory set

temperature sensors.

WEATHERPROOF DETAIL
Can be factory or fitted on site, please 

refer to page 53 for details.

Note: weather proof enclosure for XB2 -

XB5 is supplied as a separate component.

ADVANCED CONDENSATE REMOVAL
Miniature condensate pump option, for applications

where the distance to discharge is great. Pump also

enables a ‘micro bore’ type pipe to be used.

FILTER OPTIONS
G4 fitted as standard. Higher grade integrated 

filters available. Duct mounted ancillary also

available.

DX COIL OPTION AVAILABLE
Please contact Nuaire.

CONSTANT PRESSURE CONTROL
AVAILABLE
For further details please contact Nuaire. 

HEATER BATTERY OPTIONS
Unit with integral battery, LPHW or electric. 

ANCILLARIES
A range of ancillaries are available 

including manometers, bulkhead lights, view ports,

drain trays & traps.

For further details please contact Nuaire.

5 YEAR WARRANTY
On Ecosmart models for peace of mind. 

No control models have a 2 year warranty. Contact

Nuaire for details.

BENEFITS

FEATURES INCLUDE:

Constant Pressure control option. Filter option.                                                                      Bottom access available (XB2-5).                                

With electric heater. With LPHW.                             
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XB55 HEAT EXCHANGE UNITS

ENERGY EFFICIENT HEAT RECOVERY UNITS WITH SPECIALIST

ACOUSTIC TREATMENT PROVIDING LOW NOISE LEVELS.
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AIR HANDLING UNITS (AHU’S)

XB55 HEAT EXCHANGE UNITS

TECHNIC AL INFORMATION

QUIETEST SOLUTION
Units are double skinned with specialist acoustic

treatment keeping breakout noise to the lowest

possible levels. Designed to meet BB101 & BB93. 

ENERGY EFFICIENT CONTROLS
Full Ecosmart control compatibility provides a

simple ‘plug & go’ control solution with BMS

interface and trickle and boost as standard.

SPACE SAVING SOLUTION – LOW
PROFILE
Installed horizontally where space is a premium,

depth is 470mm.

GUARANTEED LOW COST VENTILATION
& HEATING
Optional full re-circulation on start up ensures that

the room is quickly and efficiently heated.

QUICK COMMISSIONING
Integrated supply and extract fan allows precise

system duty can be quickly and accurately set.

(Ecosmart models only. 

NO CONTROL OPTION AVAILABLE
Allowing for controls by others for integration into

a specific BMS system.

ANCILLARIES
A range of ancillaries are available including room

mounted CO2 temperature sensors, and matched

silencers. 

For further details please contact Nuaire.

EASY MAINTENANCE
Left or right hand options (in direction of airflow) –

will provide full access to components. 

For access requirements contact Nuaire.

INTEGRATED SUMMER BYPASS
Operates automatically via integrated factory set

temperature sensors.

ADVANCED CONDENSATE REMOVAL
Miniature condensate pump option, for applications

where the distance to discharge is great. Pump also

enables a ‘micro bore’ type pipe to be used.

FILTER OPTIONS
G4 fitted as standard. Higher grade integrated filters

available. Duct mounted ancillary also available.

DX COIL OPTION AVAILABLE
Please contact Nuaire.

CONSTANT PRESSURE CONTROL
AVAILABLE
For further details please contact Nuaire.

HEATING COIL OPTIONS
Unit supplied with integral electric , LPHW or

cooling coil variations.

5 YEAR WARRANTY
On Ecosmart models for peace of mind. 

No control models have a 2 year warranty. 

Contact Nuaire for details.

BENEFITS

FEATURES INCLUDE:

Integrated supply and extract fans. CO2 Sensors: ES-CO2RM                                Constant Pressure control option.               Filter option. 

(for Ecosmart) and CO2RM 

(for non-Ecosmart).
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PERFORMANCE

XB55 Heat Recovery Unit 

AIR HANDLING UNITS (AHU’S)

XB55 HEAT EXCHANGE UNITS

TECHNIC AL INFORMATION

ELECTRICAL & SOUND
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Air Density 1.2 kg/m3

ISO 5801 2007
AMCA 300

Product Electrical data Summary of sound power levels Free field

Code Freq/ Hz hemisherical

63 125 250 500 1K 2K 4K 8K rad. dBA@3m

FLC/ A SC/ A Input power/kW Operation Induct Sound power levels

XB55-**** 6.9 6.9 1.1 Fresh air intake Induct Inlet 83 81 81 73 66 60 60 61

Supply Induct Outlet 83 77 74 65 59 55 47 36

Extract Induct Inlet 80 74 75 64 63 57 47 37

Discharge Induct Outlet 87 81 85 71 72 70 66 61

Breakout 71 65 60 49 45 42 40 26 38

Casing

Code descriptions

1. XBOXER 
2. 55 = unit 
3. Ecosmart as standard

NC = No control
4. Component layout

L = Left hand
R = Right hand
Handings in direction of supply air

5. Type of heater battery
N = No heater
L = LPHW
E = Electric

6. 1 = 1 row coil

XB55NC - L L 1
| | | | | |
1 2 3 4 5 6

XB55 - L version

Air volume flow rate at 0.6m3/s Air volume flow rate at 0.4m3/s

Water Water Coil Air Air kW Water Water Water Water Coil Air Air kW Water Water 
in out Ref on off flow l/s dp KPA in out Ref on off flow l/s dp KPA

82 71 L1 -3 18 17 0.37 19 82 71 L1 -3 23 13.5 0.30 13.5
82 71 L1 3 23 15 0.34 16 82 71 L1 3 27 12 0.27 11
82 71 L1 9 27 13.8 0.31 13.5 82 71 L1 9 31 11 0.25 9 
82 71 L1 15 32 12 0.28 11 82 71 L1 15 35 10 0.22 7.4 

80 60 L2 -3 15 14 0.17 4.8 80 60 L2 -3 19 11.6 0.14 3.2 
80 60 L2 3 19 13 0.16 3.9 80 60 L2 3 23 10.5 0.13 2.6 
80 60 L2 9 24 11.5 0.14 3.2 80 60 L2 9 27 9 0.11 2.1 
80 60 L2 15 28 10 0.12 2.5 80 60 L2 15 31 8 0.10 1.7 

60 40 L2 -3 9 9.6 0.12 2.3 60 40 L2 -3 12 7.8 0.09 1.6 
60 40 L2 3 14 8.2 0.10 1.8 60 40 L2 3 16 6.7 0.08 1.2 
60 40 L2 9 18 7 0.08 1.3 60 40 L2 9 20 5.6 0.07 0.9
60 40 L2 15 22 5.6 0.07 0.9 60 40 L2 15 24 4.5 0.05 0.6 

XB55 - COIL INFORMATION 

*Please note above tables are based on indicative selections. For more specific selection, contact Nuaire.

XB55 - L2 version

Air volume flow rate at 0.2m3/s 

Water Water Coil Air Air l/h Water Water  
in out Ref on off kW flow l/s dp KPA 

82 71 L3 -3 31 13.8 0.31 20 
82 71 L3 3 52 12.6 0.28 17 
82 71 L3 9 54 11.4 0.25 14 
82 71 L3 15 56 10 0.23 12 

80 60 L4 -3 44 12.5 0.15 5.7 
80 60 L4 3 47 10 0.14 4.7 
80 60 L4 9 49 10 0.12 4
80 60 L4 15 51 9 0.11 3 

60 40 L4 -3 30 8.8 0.11 3 
60 40 L4 3 33 7.7 0.09 2.4 
60 40 L4 9 35 6.6 0.08 1.83 
60 40 L4 15 37 5.5 0.07 1.3 
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Note: Air performance shown is for unit with "high duty" DX coil.
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DIMENSIONS - XB55 

Download specification from www.nuaire.co.uk/specifications

AIR HANDLING UNITS (AHU’S)

XB55 HEAT EXCHANGE UNITS

TECHNIC AL INFORMATION

Control moduleIntake filter

Optional mixing box

Optional atmospheric silencer Optional room side silencer

Extract fan

Plate Heat Exchanger

Bypass damper Extract filter
Face damper

Face damper

Supply fan Heating or cooling coil1000mm 1600mm

1560mm

1560mm

Above drawings include optional atmospheric 
and room side silencers for information purposes

1600mm1900mm1000mm

470mm

400mm

Supply

Supply

Extract

Extract

Intake

Exhaust

Plan view

Side view

End view

XB55 - SILENCER INFORMATION

COMBINED SILENCER INSERTION LOSS                                                                                                                                                                                        Dimension (mm)

                                                                                                                                                                                                                                                             Length     Width      Depth

Roomside - Supply/Extract                                       7                   14                17                18                 21                19              19                20                     1600        1560        470

Atmospheric side Intake/Exhaust                            5                   9                  11                12                 11                11              11                16                     1000        1560        470

Pressure drop through Silencer

Air Vol flow rate m3/s                                                0.10             0.20             0.30             0.40             0.50             0.60

Resistance Pa                                                               1                   5                  11                20                 31                45

INDIVIDUAL SILENCER INSERTION LOSS                                                                                                                                                                                       Length     Width      Depth

Roomside - Supply/Extract                                       11                12                26                27                 25                21              24                29                     1200        400          400

Atmospheric side Intake/Exhaust                            8                   12                20                29                 32                30              29                23                     900          400          400

Pressure drop through Silencer

Air Vol flow rate m3/s                                                0.10             0.20             0.30             0.40             0.50             0.60

Resistance Pa                                                              2                   8                  32                70                 105             164

Please contact Nuaire for project specific silencer applications.

Note: Combined intake/exhaust silencer incorporates an optional recirculation section.

Note: All insertion losses are dynamic for a flow rate of 0.5cu.m/s.
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AIR HANDLING UNITS (AHU’S)

XB55 WIRING

TECHNIC AL INFORMATION

230V -  50Hz Supply

Local isolator (by others)

L

N

N

L

All inter-connections between circuit boards, blowers and 
sensors are made at the factory. This diagram only shows the 
essential field wiring points for clarity.
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*Remove link wire if switched live signal, an enabler or BMS 
signal is connected.

XB55 WITH ECOSMART FAN ONLY CONTROL
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Cool  Frost
Demand  Alarm   DX-1   DX-2

Cool        DX
Sensor   Coil       

All inter-connections between circuit boards, blowers 
and sensors are made at the factory. This diagram 
only shows the essential field wiring points for clarity.

*Remove link wire if switched live signal, an enabler or 
BMS signal is connected.

XB55 WITH ECOSMART FAN AND LPHW COIL CONTROL
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AIR HANDLING UNITS (AHU’S)

XB55 WIRING

TECHNIC AL INFORMATION

230V -  50Hz Supply

Local isolator (by others)

L

N
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All inter-connections between circuit boards, blowers and 
sensors are made at the factory. This diagram only shows the 
essential field wiring points for clarity.

*Remove link wire if switched live signal, an enabler or BMS 
signal is connected.

XB55 WITH ECOSMART CONTROL AND ELECTRIC HEATER
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AIR HANDLING UNITS (AHU’S)

XB55 WIRING

TECHNIC AL INFORMATION

WIRING - FOR UNITS SUPPLIED WITHOUT 
ECOSMART CONTROL

The wiring illustrations below are for the fans, bypass damper and electric heater

for units without control. All wiring is terminated in junction boxes fitted to the

specified side of the unit.

It is the installer’s responsibility to select and fit the appropriate control

equipment to produce the desired output.

Note that any heating/cooling coils fitted are supplied 

without control valve and actuator.
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XB55 Fan wiring. 
Two per unit i.e. one for each fan.
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XB55 with electric heater, heat exchanger,
bypass damper and electric heater wiring.

XB55 Fan only or with LPHW coil, 
heat exchanger bypass damper wiring.
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AIR HANDLING UNITS (AHU’S)

XB55

TECHNIC AL INFORMATION

XB55

OPERATION
The supply and extract ventilation unit shall be as indicated on the drawings. The

heat recovery ventilation unit shall ensure that the rooms design conditions are

maintained by the effective and continuous control of the integrated heat

exchanger matrix, heat exchanger bypass, and the heating/cooling coils.

The ventilation unit shall automatically vary the ventilation rate in the

classroom dependant upon the signals received from the interconnected sensors.

When signals are received, the fan shall vary its speed proportionally until the

desired level is met.

The unit shall have the facility to commission the supply and extract fans

individually via inbuilt minimum and maximum speed adjustment, the fans

themselves shall have infinitely variable speed control.

The unit shall be the XB55-**** as manufactured by Nuaire.

UNIT SPECIFICATION
The heat recovery ventilation unit together with the room side silencer,

atmospheric silencer with optional bolt on mixing box shall have a maximum

depth of 470mm.

The ventilation unit and attenuators shall all be manufactured utilising the latest

specialist acoustic treatment to ensure that the noise impact on the room

occupants is minimal and in accordance with the specification. They shall be

supplied complete with an integrated mounting system.

The unit shall have a high efficiency aluminium heat exchanger matrix with a

thermal efficiency of up to 70%. The heat exchanger matrix shall be protected

by G4 grade pleated filters on supply and extract; the filters shall be split to

facilitate removal. The heat exchanger shall incorporate a full automatic bypass

arrangement with actuator and pre-programmed control logic.

The unit shall have low energy, high efficiency EC fan/motor assemblies with

sealed for life bearings with an anticipated working life of 70,000 hours (L10)

and shall be suitable for single phase supply.

Impellers shall be high efficiency centrifugal type.

The heating/cooling coil shall be sized to meet the room specific requirements.

The control for the coils shall be fully integrated and shall maintain a constant

off coil temperature matched to meet the room’s requirements.

The ventilation unit shall comprise the following:-

Supply and extract fans, high efficiency heat exchanger matrix, supply and

extract filters, full automatic heat exchanger bypass, heating/cooling coil &

condensate drip tray (an additional condensate drip tray is provided if a cooling

coil is required).

Matching atmospheric & room side silencer can also be provided. Atmospheric

silencer can be provided with an optional mixing box arrangement.

The unit shall be constructed with removable panels allowing full maintenance

access from both sides depending on specific handing (access handing to be

confirmed and verified on site prior to order).

The removable panels shall provide access to the following:-

• Supply and extract fan.

• Supply & extract filter.

• Heater battery temperature adjustment (where included).

• Mixing box (where included)

ECOSMART CONTROL OPTION
provides the facility for energy saving via an intelligent stand-alone AHU

function, or for convenient integration with the client BMS with minimal

coordination requirement. The factory fitted control includes:- integral infinitely

variable speed / duty control for the supply and extract fans, with independent

minimum and maximum adjustment for accurate commissioning.

A run on timer and “background” ventilation function. The unit is provided as is

unit status indication, run and fail relay and interface connection for Ecosmart

sensors/enablers and system dampers.

The Ecosmart control module can additionally be pre-configured to provide the

following integrated BMS interfaces.

• 0 - 10 volt contacts to provide a full BMS interface. This will enable the

following functions:- Switch the unit ON/OFF. Variable speed / duty control

Switch from low speed to high speed, enable heating/cooling

• 2 No. Volt free contacts to provide fan run and failure indication to provide

system status.

NO CONTROL OPTIONAL
Unit provides side access to direct supply and extract fan motor wiring (terminal

boxes) for interface to custom built control panels. For this option, no sensors are

fitted to the unit, but note that in the case of plate heat exchanger units, the

bypass damper actuator is included, and for thermal wheel units, the wheel

motor and drive unit is included.

The unit shall be the XB55-**** as manufactured by Nuaire.

CONSULTANTS SPECIFICATION
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XBOXER TWINFAN HEAT EXCHANGE UNITS

RUN AND STANDBY HEAT RECOVERY SOLUTION 

WITH INTEGRATED CONTROLS.
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HIGH EFFICIENCY
Heat exchanger efficiency of up to 70%, alongside

high efficiency motors and backward curved

impellers.

ENERGY EFFICIENT CONTROLS 
Full Ecosmart control compatibility provides a

simple ‘plug & go’ control solution with BMS

interface and trickle and boost as standard.

SPACE SAVING SOLUTION
Stacked option reduces over space requirements

and the horizontal units depth from only 340mm

deep.

QUIETEST SOLUTION
Units are double skinned keeping breakout noise to

the lowest possible levels.

GUARANTEED VENTILATION
Ecosmart units with auto-change over and duty

share.

WIDE RANGE
12 options available up to 1.7m3/s.

QUICK COMMISSIONING
Integrated supply and extract fan allows precise

system duty can be quickly and accurately set.

EASY INSTALLATION
All XB twin fans are supplied in one piece plus 2nd

extract fan. All XBV twin fans are supplied in 3

sections plus extract fan for delivery ready for site

assembly.

EASY MAINTENANCE
Left or right hand options (in direction of airflow) –

will provide full access to components -

recommended clear space should be full width of

vertically stacked units.

INTEGRATED SUMMER BYPASS
Operates automatically via integrated factory set

temperature sensors.

WEATHERPROOF DETAIL
Can be factory or fitted on site, please 

refer to page 00 for details.

ADVANCED CONDENSATE REMOVAL
Miniature condensate pump option, for applications

where the distance to discharge is great. Pump also

enables a ‘micro bore’ type pipe to be used.

FILTER OPTIONS
G4 fitted as standard. Higher grade 

integrated filters available or as a duct mounted

ancillary. 

DX COIL OPTION
Please contact Nuaire.

HEATER BATTERY OPTIONS
Unit with integral battery, LPHW or electric.

ANCILLARIES
A range of ancillaries are available including

manometers, bulkhead lights, view ports, drain trays

& traps. 

For further details please contact Nuaire.

5 YEAR WARRANTY
For peace of mind.

BENEFITS

FEATURES INCLUDE:

Supply and extract commissioning. Bypass damper.                                                                  Stacked unit.

OPTIONS INCLUDE HORIZONTAL & STACKED UNITS:

Removable side access. Condensate pump (optional).                                           Horizontal unit.

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION
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PERFORMANCE - XBOXER HEAT EXCHANGE TWINFANS

XBOXER SIZES: S2T-S6T-XBV stacked, XB2-5T and S6T-XB horizontal twinfans

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION
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Casing

CasingXBOXER S8T-XBV stacked and S8T-XBH horizontal twinfans

Code descriptions

1. Xboxer (XB2-5T or S6T) 
2. Curve Ref.
3. Twinfan
4. Component layout

L   =  Left hand
R  =  Right hand
Handings in direction of supply air

5. Type of heater battery fitted
N =  No heater
L   =  LPHW
E   =  Electric

6. 2 = 2 row coil or 3 = 3 row coil
*Please refer to page 74 for coils

XB2T - R N 3
  |  | |    |   |  |
   1  2 3     4    5  6

Code descriptions

1. Curve Ref. 
2. Twinfan
3. XBV = vertical unit or XBH = horizontal unit
4. Component layout

L   =  Left hand
R  =  Right hand
Handings in direction of supply air

5. Type of heater battery fitted
N =  No heater
L   =  LPHW
E   =  Electric

6. 2 = 2 row coil or 3 = 3 row coil
*Please refer to page 74 for coils

S8T - XBH - R N 3
  | |      |      |   |   |
   1 2        3        4   5   6
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PERFORMANCE - XBOXER HEAT EXCHANGE TWINFANS - STACKED XBV AND HORIZONTAL XB & XBH  

Download specification from www.nuaire.co.uk/specifications

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION

ELECTRIC AL, SOUND & WEIGHT

                                                Motor           Start         Full load   Electric  Heater     LPHW                                                                                                                            Breakout

                                                power           current    current     Heater   FLC           Heater                       Induct Sound Power Levels dB re 1pW                                   dBA       Weight

Curve   Code             Phase    watts            (amps)     (amps)     (kW)       (amps)     (kW)                          63         125      250       500      1K        2K        4K        8K       @3m      (Kg)

2          XB2T-**       1           270              1.7           1.7            4.5         18.7         *          Intake            69        69        67         68        63        59        58        54       36          187

            S2T-XBV-**                                                                                                               Supply           67        65        63         57        55        58        44        33                     220

                                                                                                      Discharge       67        70        65         67        61        55        55        51

                                                                                                     Extract          59        60        58         52        48        47        42        34

3          XB3T-**       1           410              1.9           1.9            4.5         18.7         *          Intake            73        73        71         72        67        63        62        58       38          187

            S3T-XBV-**                                                                                                               Supply           71        69        67         61        59        62        48        37                     220

                                                                                                     Discharge       71        74        69         71        65        59        59        55

                                                                                                     Extract          63        64        62         56        52        51        46        38

4          XB4T-**       1           423              2.8           2.8            4.5         18.7         *          Intake            74        73        69         72        70        65        63        58       39          187

            S4T-XBV-**                                                                                                               Supply           67        63        62         57        57        57        50        41                     220

                                                                                                     Discharge       74        73        70         72        71        64        62        58

                                                                                                       Extract          66        61        60         55        55        55        50        39

5          XB5T-**       1           690             3.6           3.6            4.5         18.7         *          Intake            78        77        73         76        74        69        67        62       43          187

            S5T-XBV-**                                                                                                             Supply           71        67        66         61        61        61        54        45                     220

                                                                                                     Discharge       78        77        74         76        75        68        66        62

                                                                                                     Extract          70        65        64         59        59        59        54        43

6          S6T-XB-**   1           850              6              6              6            25            *          Intake            82        86        80         68        67        64        57        51       47          230

                                                                                                       Supply           76        79        76         67        62        59        50        40

                                                                                                      Discharge       85        86        80         74        72        68        61        54

                                                                                                     Extract          77        80        73         64        59        55        47        44

6          S6T-XBV-** 1           980              6              6              6            25            *          Intake            76        79        76         67        62        59        50        40       39          322

   3                                                                 12           16.7                    Supply           82        86        80         68        67        64        57        51

                                                                                                                                             Discharge       77        80        73         64        59        55        47        44

                                                                                                                                           Extract          85        86        80         74        72        68        61        54

8          S8T-XBH-** 3           4.35 kW       9              9              54          75            *          Intake            79        83        80         78        72        73        73        59       50          790

            S8T-XBV-**                                                                                                               Supply           85        88        87         88        82        83        83        69       50          858

                                                                                                      Discharge       80        77        77         83        76        75        75        56

                                                                                                     Extract          84        90        90         83        78        81        81        72

Units are supplied c/w with 2 No.G4 filters as standard. F5 & F7 filters are available as integrated options on supply.  
Motor power and current loads are the total for both fans running together. Unit has a soft start function therefore the starting current is identical to the full load.  
** Add relevant code for handing and heater type.  
* For details on coils, codes and selection please refer to page 74. 
Note: Size 6 - 1 phase = supply for fan, 3 phase = supply for electric heater battery.
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DIMENSIONS AND CONFIGURATIONS 

XBOXER Horizontal twinfan sizes XB2-5T 

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION

DIMENSIONS (mm)

Code               A                     B                      C                      D                     Weight ( kg)

XB2T              2300              1150              350                 315                187

XB3T              2300              1150              350                 315                187

XB4T              2300              1150              350                 315                187

XB5T              2300              1150              350                 315                187

Model shown: XB2-5T-RE (right hand with electric heater).Model shown: XB2-5T-LE (left hand with electric heater).

Model shown: XB2-5T-LN (left hand with no heater). Model shown: XB2-5T-RN (right hand with no heater).

Model shown: XB2-5T-LL (left hand with LPHW). Model shown: XB2-5T-RL (right hand with LPHW).

A

B

D

C

Model shown: XB2-5T-LN (left hand with no heater).
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DIMENSIONS AND CONFIGURATIONS 

XBOXER Horizontal twinfan size S6T-XB

Download specification from www.nuaire.co.uk/specifications

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION

DIMENSIONS (mm)

Code A B C D Weight (kg)

S6T-XB 2300 1150 700 500 230

Model shown: S6T-XB-LL (left hand with LPHW).

Model shown: S6T-XB-RE (right hand with electric heater).Model shown: S6T-XB-LE (left hand with electric heater).

Model shown: S6T-XB-LN (left hand with no heater). Model shown: S6T-XB-RN (right hand with no heater).

Model shown: S6T-XB-LL (left hand with LPHW). Model shown: S6T-XB-RL (right hand with LPHW).

A
B

C

D

22mm dia. 
condensate drain.
15mm dia. connection
for XB2-5.

FilterMain FanStandby Fan Heat Exchanger ControlSupply Fan Filter
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DIMENSIONS AND CONFIGURATIONS 

XBOXER Horizontal twinfans size S8T-XB

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION

DIMENSIONS (mm)

Code               A                     B                      C                     D                     Weight (kg)

S8T-XBH        4800              2000              1000              1000              790

Model shown: S8T-XB-LL (left hand with LPHW).

A
B

C

D

22mm dia. 
condensate drain.

FilterMain FanStandby Fan Heat Exchanger ControlSupply Fan Filter

Model shown: S8T-XBH-RE (right hand with electric heater).Model shown: S8T-XBH-LE (left hand with electric heater).

Model shown: S8T-XBH-LN (left hand with no heater). Model shown: S8T-XBH-RN (right hand with no heater).

Model shown: S8T-XBH-LL (left hand with LPHW). Model shown: S8T-XBH-RL (right hand with LPHW).
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DIMENSIONS AND CONFIGURATIONS 

XBOXER Stacked twinfans sizes 2, 3, 4 and S5T-XBV

Download specification from www.nuaire.co.uk/specifications

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION

DIMENSIONS (mm)

Code               A                    B                      C                     D                     Weight (kg)

S2T-XBV         2500             550                 820                 250                 220

S3T-XBV         2500             550                 820                 250                 220

S4T-XBV         2500             550                 820                 250                 220

S5T-XBV         2500             550                 820                 250                 220

Model shown: S2T-XBV-LL (left hand with LPHW).

A

B

C
D

Model shown: S2-5T-XBV-RE (right hand with electric heater).Model shown: S2-5T-XBV-LE (left hand with electric heater).

Model shown: S2-5T-XBV-LN (left hand with no heater). Model shown: S2-5T-XBV-RN (right hand with no heater).

Model shown: S2-5T-XBV-LL (left hand with LPHW). Model shown: S2-5T-XBV-RL (right hand with LPHW).
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DIMENSIONS AND CONFIGURATIONS 

XBOXER Stacked twinfans size S6T-XBV

AIR HANDLING UNITS (AHU’S)

XBOXER TWINFAN HEAT EXCHANGE

TECHNIC AL INFORMATION

DIMENSIONS (mm)

Code               A                     B                     C                     D                     Weight (kg)

S6T-XBV         2000              954                1060              342                 322

Model shown: S6T-XBV-LL (left hand with LPHW).

A
B

C

D

Filter Run Fan + Control Standby Fan Heat Exchanger

LPHW

Supply Fan + Control

Filter

Model shown: S2-5T-XBV-RE (right hand with electric heater).Model shown: S2-5T-XBV-LE (left hand with electric heater).

Model shown: S2-5T-XBV-LN (left hand with no heater). Model shown: S2-5T-XBV-RN (right hand with no heater).

Model shown: S2-5T-XBV-LL (left hand with LPHW). Model shown: S2-5T-XBV-RL (right hand with LPHW).
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